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TEMPORARY/PERMANENT ELECTRICAL POWER AFFIDAVIT

Gulf County, Florida Building Department

[ the electrical contractor and

the general contractor agree to accept all responsibility to have the temporary/permanent electrical
power turned on at , permit # . By signing this affidavit
all electrical wires and systems be terminated in a safe manner approved by the Building Inspector or
Official. At any time prior to the issuance of a Certificate of Occupancy, we authorize Gulf County
Officials to disconnect the temporary/permanent electrical power to the residence/structure at the
above noted site in order to mitigate any safety codes, rules, regulations or for any other authorized
issue(s).

OWNER ELECTRICAL CONTRACTOR GENERAL CONTRACTOR
Before me personally appeared who is personally known to me, or
presented identification. Sworn to and subscribed before me this day of
, 20

My commission expires:

State of Florida, Notary Public

IMPORTANT NOTE:

(1) AUTHORIZATION OF THIS TEMPORARY/PERMANENT ELECTRICAL POWER WILL BE ALLOWED FOR
A PERIOD NOT TO EXCEED NINETY (90) DAYS FROM THE DATE THE TEMPORARY/PERMANENT
ELECTRICAL POWER IS INSPECTED AND APPROVED BY THE GULF COUNTY BUILDING DEPARTMENT.
IF THE CERTIFICATE OF OCCUPANCY HAS NOT BEEN ISSUED WITHIN THIS TIME PERIOD THE BUILDING
DEPARTMENT WILL TERMINATE THE TEMPORARY/PERMANENT ELECTRICAL POWER AT THIS
RESIDENCE/STRUCTURE. (2) THIS RESIDENCE/STRUCTURE SHALL NOT BE OCCUPIED WITHOUT THE
ISSUANCE OF A CERTIFICATE OF OCCUPANCY. VIOLATION OF THIS REQUIREMENT WILL RESULT IN
THE IMMEDIATE CANCELLATION OF THE TEMPORARY/PERMANENT ELECTRICAL POWER AND MAY
RESULT IN POTENTIAL CRIMINAL CHARGES BEING PURSUED AGAINST ALL OF THE ABOVE SIGNEES.

NOTES:
1. The electrical wiring to/in the residence/structure must be installed and inspected per
approved Florida Building Codes.
All sub panels and disconnects must be installed and labeled with covers in place.
All breakers must be installed with wiring connected and labeled.
All switches and outlets must be installed or made safe.
Any other wiring must be made safe and secured in a junction box.
The correct address numbers, four (4) inches or larger, must be posted on the
residence/structure in a conspicuous place.
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